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BODY-CASE

Contenitore piccolo ed elegante — comodo da portare sulla persona

BODY-CASE ¢ il nuovo standard per i contenitori "wearable" di OKW. Il design di questi contenitori &€ predestinato
per le tecnologie portatili, le cosiddette "Wearable Technologies": da portare sul braccio, attorno al collo, nella tasca
della camicia o dei pantaloni oppure inserite nei vestiti.

« Contenitore speciale per componenti e sensori che si portano sul corpo o si indossano, disponibile in 3

misure

Svolge la sua funzione con semplicita, senza limitare né ostacolare le attivita dell'utente

Estetica moderna con superfici levigate a specchio e anello di tenuta in TPV opaco

Customizzazione facile grazie all'impiego di esclusivi cinturini da polso personalizzati (larghezza 18 mm)

Comando pratico, tramite tasti, touch screen o pulsanti oppure comandi vocali o movimenti

Collegamento senza fili

Elevati gradi di protezione IP 65

Materiale ASA con elevata stabilita ai raggi UV

Alimentazione di corrente interna con pile cilindriche o a bottone, che vengono fissate direttamente sulla

scheda — in alternativa possibile impiego di accumulatore con bobina ricevente per la ricarica induttiva

dell'apparecchio

« Parte superiore con/senza superficie incavata a protezione di una pellicola decorativa o una tastiera a
membrana

* Montaggio del contenitore con quattro viti in acciaio inossidabile di alta qualita con azionamento Torx; tra gli
elementi forniti con il contenitore sono comprese due barrette a molla per il fissaggio di clip e occhiello

* Accessori opzionali, adatti per le misure L e M: cinturino da polso, set inseribile (clip, occhiello) ecc.

* Accessori opzionali, adatti per le misure XL: cinturino da polso e set inseribile (clip, occhiello)
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BODY-CASE

Esempi di applicazione

* Rilevamento e trasmissione di dati mobile

* Wearables

e loT/lloT

» Apparecchi di tracciamento e monitoraggio

» Sistemi di chiamata di emergenza e di notifica

» Strumenti di biofeedback per healthcare, tecnica medicale, terapia e istituti sociali
» Sport e tempo libero

» Tecnica di comunicazione digitale

» Logistica di magazzino e di vendita

» Tecnica di sicurezza

* Metrologia

» Tecnica di regolazione e automazione

» Posti di lavoro in cui & necessaria la localizzazione continua per ragioni di sicurezza

Dr Call N eEntry access and security
controls

Orcrowd prevention and Safe
distancing

GPS tracking system

Modifiche specifiche del cliente

Che caratteristiche deve avere il vostro prodotto personalizzato? Su richiesta vi forniamo i contenitori e manopole
pronti per il montaggio e con tutte le modifiche e le caratteristiche specifiche.
Opzioni prodotto per Body-Case
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Lavorazione Stampa Marcatura laser Pellicole decorative =~ Confezionamento /
meccanica montaggio
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BODY-CASE

Versioni

B1604107  B1604117 © B1604207 B B1604217

BODY-CASE M, without recess BODY-CASE M, without recess BODY-CASE M, with recess BODY-CASE M, with recess
ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB)

traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016
50x41x15mm 50x41x15mm 50x41x14mm 50x41x14mm

IP 65 IP 65 IP 65 IP 65

B1606107 | B1606117 o B1606207 » B1606217

BODY-CASE L, without recess BODY-CASE L, without recess BODY-CASE L, with recess BODY-CASE L, with recess
ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB)

traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016
55x46x17mm 55x46x17mm 55x46x16mm 55x46x16mm

IP 65 IP 65 IP 65 IP 65

B1608107 B1608117 B1608207 B1608217

BODY-CASE XL, without recess BODY-CASE XL, without recess BODY-CASE XL, with recess BODY-CASE XL, with recess
ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB) ASA (UL 94 HB)

traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016 traffic white RAL 9016
62x56x18mm 62x56x18mm 62x56x17mm 62x56x17mm

IP 65 IP 65 IP 65 IP 65
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https://www.okw.com/it/Body-Case/B1604107.htm
https://www.okw.com/it/Body-Case/B1608217.htm
https://www.okw.com/it/Body-Case/B1608207.htm
https://www.okw.com/it/Body-Case/B1608117.htm
https://www.okw.com/it/Body-Case/B1608107.htm
https://www.okw.com/it/Body-Case/B1606217.htm
https://www.okw.com/it/Body-Case/B1606207.htm
https://www.okw.com/it/Body-Case/B1606117.htm
https://www.okw.com/it/Body-Case/B1606107.htm
https://www.okw.com/it/Body-Case/B1604217.htm
https://www.okw.com/it/Body-Case/B1604207.htm
https://www.okw.com/it/Body-Case/B1604117.htm
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BODY-CASE

Accessory "station"

B1706017

B1704017

Station M Station L

ASA (UL 94 HB) ASA (UL 94 HB)
traffic white RAL 9016 traffic white RAL 9016
62x50x17mm 62x50x17mm

Accessory "carrying

A9164001 B170é1 B1706202 B1706203

Key ring Eyelet / pocket clip kit Wrist strap, 18 mm Spring bar tool
Steel ASA (UL 94 HB) Silicone Stainless steel
nickel-plated traffic white RAL 9016 black

20,5mm

B9100063

Carrying strap, textile lanyard
black
860mm

Salvo madifiche tecniche. © OKW Gehausesysteme, Buchen/Germania.

22.07.2025 4/4


https://www.okw.com/it/Accessori-per-il-trasporto/B9100063.htm
https://www.okw.com/it/Body-Case/B1706203.htm
https://www.okw.com/it/Body-Case/B1706202.htm
https://www.okw.com/it/Body-Case/B1706001.htm
https://www.okw.com/it/Accessori-per-il-trasporto/A9164001.htm
https://www.okw.com/it/Body-Case/B1706017.htm
https://www.okw.com/it/Body-Case/B1704017.htm

